31-20 SPECIFICATIONS

(B 7] { o) T} SEmEmmC Grid Intertie 240 volt A.C. 60hz
single phase power
Rati N ovmisimmiis s s s s i 20 kw
TY P Horizontal upwind design
Cut in wind speed.........cccoeeiviiiiiiiinnnnn.. 8mph
Peak output wind speed..................... 26 mph
Rotor type......ooovvveiinnn. 3 blade Variable pitch
Rotor RPM @ rated output power.............. 175
Riotor diameten oo onaesmeemmsesmasanc 31 feet
Transmission............. Offset Hypoid gear drive
Ratio - Rotor to alternator..................... 6.1:1
Alternator type............ Brushless 3 phase with
outboard exciter
Rating: -usasussisie 25KVA, 3phase, 0-180 volts
Protection:
Yaw control.................... Dual fold tail vane
Overspeed............. Blade actuated governor
High wind/storm................ Offset rotor axis
Tower:
TYIDe oo Free standing, 3 leg design
C ONSERUCHIOMS i i v nman e Angle Iron
Heights available............... 80" - 100’ - 120’
Brake Type......oooiviiiiieiinnnnn Caliper-disc type

Wind Turbine Industries Corp. continually
improves its products and therefore
reserves the right to change the design,
materials and/or specifications without
notice.

In the energy conscious person of today we see a
desire to reduce electrical usage or cut the cost
paid for energy consumption.

A Jacobs® Wind System can provide you a means of ‘.' ! !

offsetting the ever-rising costs of your electrical
energy.
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Wind Turbine Industries Corp. . Em"powering”

16801 Industrial Circle S.E.
Prior Lake, MN. 55372 Consumers

et i st B Sinece 1986

wtic@windturbine.net
www.windturbine.net




DESIGN FEATURES

OFFSET HYPOID GEAR DRIVE

JACOBS Wind Systems Model 31-20,
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satisfied by the utility is spring loaded

As the tower increases in height, so does in either direction
the wind speed. A general rule of thumb to compensate for
is to have your hub height a minimun of side gusts and
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*These figures are based on assumptions using the Ralyeigh distribution
figures. It is always recommended to have an expert survey your WIND TURBINE INDUSTRIES

site to more accurately predict windspeed and output for your machine.



